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Ingersoll Rand OEM Solutions

ELEVATE YOUR HIGH PRESSURE 
COMPRESSOR EFFICIENCY 
NEW ST35-30 Oil Separator Tank & Oil Control Manifold

Ingersoll Rand OEM Solutions

https://www.ingersollrand.com/oem-solutions/modals/request-a-quote?utm_campaign=12027&utm_content=50000&utm_source=br&l=en
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Ingersoll Rand OEM Solutions

Introduction 
The ST35-30 Oil Separator Tank and the Oil Control Manifold are critical 
components in high-pressure, high-flow air compressor systems. The oil separator  
tank ensures efficient oil separation, making it perfect for heavy-duty applications 
like manufacturing, construction, mining, and beyond. The oil control 
manifold provides precise oil management, essential for high-efficiency 
2-stage compressors. These products guarantee optimal performance, reliability,  
and ease of maintenance, setting new benchmarks in industry standards.

ST35-30 
Oil Separator Tank

Oil Control Manifold

Ingersoll Rand OEM Solutions 
Partnership

•	 History of pioneering innovation in designing compressed air solutions.  
•	 Specialized solutions tailored for your needs. 
•	 World class technical support. 
•	 Trusted partner for reliable supply.

At Ingersoll Rand OEM Solutions, we are dedicated to pushing the boundaries 
of what’s possible with air compressor solutions. Our commitment to quality, 
innovation, and customer satisfaction sets us apart as the preferred 
partner for machinery OEMs worldwide. Join us in creating efficient, reliable,  
and high-performance compressed air solutions tailored to your unique needs.

https://www.ingersollrand.com/oem-solutions/modals/request-a-quote?utm_campaign=12027&utm_content=50000&utm_source=br&l=en
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For peak performance in challenging industries, your equipment must stand 
up to the test. Our high-pressure and high-flow separator tank is engineered 
for excellence, with an oil carryover that can reach as low as 0.8 mg/m³*.  
The compact design with lightweight components ensures easy maintenance 
without compromising performance. Say goodbye to unnecessary downtime  
and hello to seamless operation.

ST35-30  
Oil Separator Tank

ST35-30 Oil Separator Tank

Benefits at a glance and key facts 

•	 Supreme Oil Separation: Low oil carryover, saving costs  
and benefiting the environment.  

•	 Lightweight and Compact: Weighing only 310 kg (683 lbs),  
with a design that saves space.  

•	 Ease of Maintenance: Equipped with a lightweight lid  
and three smaller separator elements, reducing the need for lifting  
tools during service. 

* Internal performance tests with the GHH Rand® CF1000H air end.

https://www.ingersollrand.com/oem-solutions/modals/request-a-quote?utm_campaign=12027&utm_content=50000&utm_source=br&l=en
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Technical Specifications

Options

Capacity  
oil level  
sensors 

Supply voltage 230 / 1060 cfm

Current supply (state OFF / ON) - NAMUR ≤ 1 mA / ≥ 2.2 mA

Max. internal values Ui = 12 V DC; Ii = 15 mA; Pi = 45 mW; Ci = 15 nF; Li = 10 μH

Coupling capacity / Electric strength 44 nF / 250 V AC

Reference value of LC parameters of used cable Typical C < 150 pF/m; Typical L < 0.8 μH/m

Metric Imperial

Capacity min./max. 6.5 / 30 m³/min 230 / 1060 cfm

Min./max. operating pressure 8 / 35 barg 116 / 522 psig

Pressure drop at max capacity and pressure 0.32 bar 4.64 psig

Oil flow, max. 370 l/min 98 gal US/min

Oil quantity, min./max. 46 / 65 liter 12 / 17 gallon US

Weight 310 kg 683 lbs

Pressure relief valve opening point 35.5 bar 515 psig

Working temperature +0…+130°C +32…+266°F

Separator elements, in to out 3 pcs

Oil carryover < 3 mg/m³ *

Max. tilt angle 20°

Oil level glass Visual, explosion proof

Available approvals PED / multiapproval (ASME+CRN+AS1210)

Dimensions, W x L  ø 457 mm x 1762 mm ø 18 in x 69 in

* Internal performance tests with the GHH Rand® CF1000H air end.

ST35-30 Oil Separator Tank

ST35-30  
Oil Separator Tank  
with filtration details

https://www.ingersollrand.com/oem-solutions/modals/request-a-quote?utm_campaign=12027&utm_content=50000&utm_source=br&l=en
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Oil Control Manifold

The Oil control manifold is a comprehensive solution designed for optimal performance 
and ease of maintenance. Featuring an integrated oil filter, thermostatic valve, and oil 
stop valve, it ensures precise oil management and reduced downtime. With connections 
for cooler and all air end oil ports, it provides seamless integration into your 2-stage air 
end system. Its compact and robust design makes it an essential component for high-
efficiency, reliable operations.  

Seamlessly integrated solution

Benefits at a glance and key facts 
•	 Oil Filter: Ensures clean oil supply, enhancing longevity of the equipment.
•	 Thermostatic Valve: Regulates oil temperature for optimal performance during 

cold starts and normal operation.
•	 Oil Stop Valve: Protects the air end during stops.
•	 Pressure Reducing Valve: Optimizes oil injection for each stage of the air end.
•	 Oil Connections: Simplifies assembly, all oil connections in one central place.
•	 Pressure Measurement: Possibility to add oil filter health sensor.

Main Dimensions (L/W/H) Weight Designed for

285 x 230 x 540 mm 35 kg CF1000H air end

Oil Control  
Manifold

https://www.ingersollrand.com/oem-solutions/modals/request-a-quote?utm_campaign=12027&utm_content=50000&utm_source=br&l=en
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Ingersoll Rand OEM Solutions

Lean on us to make life better 

Contact us today to discover how our 
gas compression solutions can power 
your success!

CONTACT US

Global Presence
Ingersoll Rand OEM Solutions

https://www.ingersollrand.com/oem-solutions/modals/request-a-quote?utm_campaign=12027&utm_content=50000&utm_source=br&l=en
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